Product data sheet VW3L1R0O00R30
Characteristics Commissioning cable for Lexium ILA, ILE, ILS
for connection with flying leads

Main
Range compatibility Lexium ILA
Lexium ILE
Lexium ILS
Accessory / separate Cable
part type
LR Accessory / separate Connection accessory
; part category
Product compatibility ILS
ILE
R ILA
S Accessory / separate For Lexium integrated drive
part destination
Complementary
Communication interface RS485
Integrated connection type Serial link
Product specific application To set/program communication parameters
Cable length 3m
Electrical connection Flying leads wire crimp
1 connector 6 pins for integrated drive
Product weight 0.5kg
Offer Sustainability
Sustainable offer status Not Green Premium product
RoHS (date code: YYWW) Compliant - since 0932 - Er
REACh Reference not containing SVHC above the threshold

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.
Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications.

Aug 18, 2016 .
9 Schneider
3E\ect ric 1


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=797054&lang=en-us

